�


_____________________


SUITE 100


4243 GLANFORD AVE.


VICTORIA, B.C. V8Z 4B9


_____________________


TELEPHONE:


(250) 479-6588


_____________________


FACSIMILE:


(250) 479-1412


_____________________


EMAIL:


techsupport@esica.com





WEB SITE:


http://www.esica.com


Moisture•Point™


Technical Paper


MP-917 Technical Brief 8





Special or Experimental Probe Requests


The company receives many requests for special probe designs, which are a variation on our standard stainless steel and epoxy core probes, Models A, C, F, K and L.





In order to validate an experimental design, engineering, modelling, fabrication of a prototype and significant testing are required before a production unit is manufactured.





Development cost of each experimental probe is approximately US$2,000.00. The following fee schedule should be used as a guideline to determine pricing.


The feasibility study charge is:


US$395.00 per design.�


If the probe design proves to be feasible, ESI will proceed to prototype construction. The prototyping charge is:


US$2,000 - US$395 = US$1605�


The company will, at its discretion, absorb 50% of this expense if the feasibility study determines that a special probe design will operate acceptably.





If probes in addition to the prototype are required, production costs will be quoted at the time of the request. As a guide, production costs range (per probe) from:


US$290 for special 1-1/2 metre (4') length probes. 


US$350 for 2 metre (6') length probes.


US$495 for 3 metre (10') length probes.





If you wish more information or have questions, please contact our Canadian office at admin@esica.com or (250) 479-6588.
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